TYPE OF WORK AREA NO.
Excavation @
Embankment @
Subgrade Treatment @; @

TYPE OF WORK

AREA NO.

Excavation

Embankment

Subgrade Treatment

TYPE OF WORK

AREA NO.

Excavation

Embankment

M & D Embankment

Scarify with M & D Embank.

TYPE OF WORK AREA NO.
Excavation [©)
Scarif! @

TYPE OF WORK AREA NO.
Excavation [©)
Scarify @

DESIGN WIDTH

Pavement Width + Shoulder Width Natural Ground

Top of Subgrade
(Template)

Pavement
Subbase ‘

STANDARD
SUBGRADE TREATMENT

A DESIGN WIDTH )

Top of Subgrade ’—‘ ¢
(Template)

Natural Ground

Top of Pavement

TRENCH
SUBGRADE TREATMENT
DESIGN WIDTH
| Pavement Width + Shoulder Width _,
Top of Subgrade ‘ ¢ ‘ Natural Ground
(Template)
‘
©
Oﬁes/%s

MOISTURE CONTROL OR
MOISTURE AND DENSITY CONTROL

Top of Subgrade i DESIGN WIDTH }

(Template) Q{»

12"

TRENCH BOTTOM COMPACTION
(Existing Roadways)

) DESIGN WIDTH |
Top of Subgrade I ‘

(Template)
ﬁi

SPECIAL COMPACTION
(Extsting Roadway)

AREA TYPE OF ADJUSTMENTS
NO. TO TEMPLATE QUANTITY
@ None
@ None
@ + Cut
@ - Fu
AREA TYPE OF ADJUSTMENTS
NO. TO TEMPLATE QUANTITY
(D [ Nore
@ | Nore
@ [+cut
@ [ -ru

AREA | TYPE OF ADJUSTMENTS
NO. TO TEMPLATE QUANTITY
None

None

+ Cut + Fill

None

None

RO

AREA | TYPE OF ADJUSTMENTS
NO. | TO TEMPLATE GUANTITY
@ [ +cut + Full

@ None

AREA TYPE OF ADJUSTMENTS
NG. TO TEMPLATE QUANTITY
@ | None
@ | None

Design width equals pavement
width plus 3.0 feet on each side.

GENERAL NOTES:

This plan illustrates the normal construction procedure for the
following: Subgrade Treatment, ”"Compaction with Moisture Con—
trol,”” ""Compaction with Moisture and Density Control,” “Com—
pacting Trench Bottom’’ and "’Special Compaction of Subgrade.”

Materials and methods of construction shall be in accordance
with current Standard and Supplemental Specifications.

The pay quantity for Subgrade Treatment shall be in either
tons or cubic yards of specified material as necessary. The volume
shall be based on specified depth, the treatment type as indicated
and shall include the quantity allowed for shrinkage.

The pay quantity for “Compaction with Moisture and Density
Control” or "Compaction with Moisture Control” shall be the
absolute volume for the specified depth and subgrade width
as indicated.

The pay quantity for *’Special Compaction of Subgrade’” and
"’Compacting Trench Bottom’’ shall be in stations of centerline
length for the work as detailed hereon.
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